
Capacity: 
•	 15-600 Gallon

Typical Distillation Times:  	
•	 1 hour heat up
•	 2-2.5 hr stripping run 
•	 4 Hour Distillation Time  

@160 proof
•	 6-8 Hour Distillation Time  

@190 proof
Includes: 

•	 Stainless Steel Kettle with Manway
•	 4 Plate Copper Rectification 

Column with German Style  
Individual plate Disabling, Copper 
Bubble Caps

•	 2 x 10 Plate (20 Total) SS 
Rectification Columns with 
German Style Individual Plate 
Disabling, Copper Bubble Caps

•	 Column Bypass Valves
•	 Agitator (3 phase 208v), CE 

Explosion Proof or UL
•	 Full CIP (3 phase 208v), CE 
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Explosion Proof or UL
•	 SS Reverse Flow, Multi-tube Condenser & SS Parrot

Options: 	
•	 Copper Kettle (image on website)
•	 High Torque Mash Agitator, CE Explosion Proof or UL
•	 Electric Capable in 15/30/45 gallon sizes 

System at a Glance:
•	 Best use: Whiskey, Brandy, Rum, Vodka, or Gin Production
•	 Versatile and Cost Effective
•	 Easy Maintenance w/ Clean in Place 
•	 304 Polished and Brushed Stainless and Polished Copper Construction

Material Thickness:
•	 Kettle: 4&5mm
•	 SS: 3mm
•	 Copper: 3mm
•	 Piping: 2mm

shown with basic, included stainless kettle & columns

*Steam or Electric Capable.
Electric Capable on 15/30/45 gallon systems only.
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